ORDINANCE NO. 5120

AN ORDINANCE AMENDING CHAPTER 110, ARTICLE Il AND ARTICLE IIl, OF THE BOSSIER
PARISH CODE OF ORDINANCES “SUBDIVISIONS” TO ADD AND/OR AMEND CERTAIN
SECTIONS OR SUBSECTIONS, AS AMENDED BY ORDINANCE NO. 3896 OF AUGUST 6, 2003;
AS AMENDED BY ORDINANCE NO. 4014 OF APRIL 20, 2005; AS AMENDED BY ORDINANCE
NO. 4207 OF MARCH 5, 2008; AS AMENDED BY ORDINANCE NO. 4330 OF MAY 5, 2010; AS
AMENDED BY ORDINANCE NO. 4469 OF FEBRUARY 20, 2013; AS AMENDED BY ORDINANCE
NO. 4595 OF DECEMBER 16, 2015; AS AMENDED BY ORDINANCE NO. 4719 OF APRIL 17, 2019;
AS AMENDED BY ORDINANCE NO. 4780 OF AUGUST 5, 2020; AS AMENDED BY ORDINANCE
NO. 4887 OF MAY 18, 2022; AS AMENDED BY ORDINANCE NO. 5063 OF MARCH 8, 2025.

BE IT ORDAINED by the Bossier Parish Police Jury in regular and legal session on this
1% day of July, 2026, that Chapter 110, Article 11, be and is hereby amended to read as follows:

Sec. 110-228(4). Street construction requirements. Is hereby amended to read as follows:

(4) There shall be sidewalks provided on each side of all streets as per the Metropolitan Planning
Commission. The sidewalk area shall be at least six feet in width and shall be provided on each
side of all streets, avenues, and boulevards. The sidewalk shall be four feet wide. Handicap ramps
are required at all intersections, meeting ADA requirements.

Under subsection (1)a.(4): is hereby amended to read as follows:

(4) There shall be sidewalks provided on each side of all streets as per the Metropolitan Planning
Commission. The sidewalk area shall be at least six feet in width and shall be provided on each
side of all streets, avenues, and boulevards. The sidewalk shall be four feet wide. Handicap ramps
are required at all intersections, meeting ADA requirements.

a. The following shall be complied with:

1. The entire area indicated for public use shall be cleared and grubbed: all existing
stumps, roots, brush, and any other unsatisfactory materials shall be removed for a
minimum of depth of two feet below the subgrade or natural ground, whichever is
lower. In no case should cleared and grubbed material or any organic matter be buried
under the proposed right-of-way.

2. All materials and construction shall be in compliance with the Louisiana Department
of Transportation and Development Standard Specifications for Roads and Bridges.

3. All drainage design shall be the responsibility of the developer. The minimum culvert
size under a roadway shall be 15 inches in diameter and the minimum ditch shall be 24
inches deep. Culverts must meet the LADOTD specifications and be approved on the
state approved material list. The parish engineer may approve exceptions if it is found
to be necessary. Metal culverts will not be allowed unless approved by the parish
engineer.

4. After final dressing of the right-of-way, all disturbed areas shall be fertilized, seeded,
and mulched with straw.

5. All street name signs and traffic control signs shall be erected prior to request for
acceptance.

6. All street construction must be done by a competent licensed and bonded contractor
who shall furnish an acceptable maintenance bond guaranteeing proper maintenance of
the street/drainage for a period of two years from acceptance by the police jury. All
construction work shall be done under the supervision of the parish engineer.

7. Culverts under streets shall have a minimum cover of 12 inches.
8. No inverted roads shall be allowed within a subdivision.

BE IT FURTHER ORDAINED that all ordinances or parts of ordinance in conflict herewith are
hereby repealed.

The ordinance was offered by Mr. Beaty, seconded by Mr. Darby. Upon unanimous vote, it was
duly adopted on this 1% day of July, 2026.

ASHLEY B. EZELL TOM SALZER, PRESIDENT PARISH
SECRETARY BOSSIER PARISH POLICE JURY
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